
www.atvideo.com
ATV1140110-04

>>>ULTRA HIGH RESOLUTION WDR CAMERA 
      WITH ON-BOARD VIDEO ANALYTICS

WDR, FULL BODY CAMERA

C650WDR
> Superior Image Quality (650TVL) w/ Excellent Color Reproduction

> 1/3” Sony Double Scan CCD

> Specially Designed for Challenging 24 hours Surveillance Applications

> Perfect Image with Powerful Wide Dynamic Range in Any Light

> Day & Night Mode: Color Converts to B&W in Low Light with an ICR
 (Infrared Cut Filter Removal) Function

> Ultra Sensitivity Minimum Illumination of 0.4 lux (Color) and 0.04 lux (B&W)

> Motion Detection / Privacy Masking / Mirror Function

> On Board Video Analytics: Various Selectable Detection Methods (Tripwire, Absent Detection,
 Mine Field, Zone Detection, Directional Motion Detection, Motion Trace, Entrance Counting, Museum Mode)

> Full Control via the OSD Menu Key on the Rear of the Camera

> Remote Control of OSD Menu via RS485

> Dual Power Operation 12VDC / 24VAC

ULTIMATE SERIES

Lens not included
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SPECIFICATIONS
DIMENSIONS

WDR, FULL BODY CAMERA

C650WDR ULTIMATE SERIES

Power Source DC 12V / AC 24V (+/- 10%)
Power Consumption 5W

Image Sensor 1/3” Sony Super-HAD II PS 960H CCD
Effective Pixels NTSC: 976x494    PAL: 976x582
Scanning System 2:1 Interlace
Scanning Frequency NTSC: 15.734KHz(H), 59.94Hz(V)    PAL: 15.625KHz(H), 50Hz(V)
Sync. System Internal / Line Lock
Resolution 650TVL
Min. Illumination Color / BW / Slow:  0.4 / 0.04 / 0.001 Lux
Video Output 1.0Vp-p @ 75ohm (CVBS)
S/N Ratio 50dB (AGC Off)
Camera Control RS485 (Fastrax / Pelco D / Pelco P)
White Balance Auto / CRS / Manual / Push and Hold
Sens-Up x2 - x32, Off 
Day / Night       Auto/ Day / Night / Ext 
Auto Exposure Auto / Manual Shutter / Flickerless / Low Light Control / Offset Add
AGC Control Off / Low / Middle / High
Shutter Speed NTSC: 1/60 ~ 1/100,000   PAL: 1/50 ~ 1/100,000
BLC / WDR EHLC / Auto / Spot / Zone / BLM      WDR: x512 (Level Adjust)
Title A ~ Z / a ~ z / 0 ~ 9
Display On / Off (Cam ID, Title)
CAM ID 001 ~ 255
Bad Pixel Adj/Done (Max 64 point), Detected Pixel Display
System Lock Lock/Unlock (Need Password Input when Locked)
Frame Control Auto, Off ~ 7 Sec (Use for Saving Storage)
Other Function Admin Password, Alarm Setting (Period, Snooze, Polarity)
Effect & Video Analytics D-PTZ / HV Flip / 180º Rotate / Freeze / Inverse

Privacy Zone (Mosaic Support / Max 15 zone) / MD (Alarm Out), 
Zone / Motion Trace / Face Trace / Mine Field / Absent / Cross / 
Entrance / Scene Change Detection

OSD English
Digital Noise Reduction 2DNR, 3DNR: Gain Adjust, DNR Demo
Power Input 2-Pin Terminal Block
Video Output BNC
Auto Iris Output 4-Pin mini Din Jack (Standard Connection)
I/O Alarm, RS-485 8-Pin Terminal Block
Lens Mount C/CS Mount (Selected Through Back Focus)
Mounting Hole 1/4” ~ 20 UNC (top or bottom)
External dimension 2.6”-W x 2.2”-H x 4.7”-D (66mm x 56mm x 120mm)
Weight 9.35oz (265g)
Conformity Certifications FCC, UL, CE, RoHs
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Lenses:
    A-LTV2Z3314GCS 3.3~8mm Varifocal DC Auto-Iris Lens
    SCV55014DC 5~50mm Varifocal DC Auto-Iris Lens 
 SCV2812ASIR 2.8~12mm Varifocal DC Auto-Iris Lens

Mounts:
 CM-TBAR Camera Mount for Drop Ceiling “T-bar”
   CMD16W       Camera Wall Mount (White)

Environmental Housing:
   HT1203N Camera Housing w/Heater-Blower

Housing Mounts:
   HMW13 Medium Duty Wall Mount
 A-CM150 Corner Mount Bracket for HMW13
 A-CM151 Pole Mount Bracket for HMW13
 A-CS164A Pipe/Pole Mount Arm for HT1203N

Power Supplies:
   RT2440SL 24VAC, 40VA transformer, UL
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