PRODUCT FEATURES

- Simple and Easy Installation
* 4 alarm input and 2 alarm output
Connection Capability
« RS- 485 Connection Capability
- Wall Mounting Die Cast Aluminum Box
- Included a Wall Mount at Front panel
« Indoor/ Outdoor Applications
+ Weatherproof - Ip66
« Maximum Load Approx. 19.8 b (9.0kg)
- 120VAC type model / 230VAC type model
- Supply 24VAC Output with 3.0A Current
for a camera, a Heater and a Blower using
the transformer
« 24VAC type model
- Need the external 24VAC Input over 3.0 A
Current for a camera, a Heater and
a Blower (No built-in transformer model)
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SPECIFICATIONS

Electrical

HPB024 (24 VAC Type)

- Input 24VAC

- Power Supply Needs the external 24VAC Input
over 3.0 Amp Current

HPB120/HPB230 (120/230 VAC Type]
- Input 120VAC / 230VAC +/- 10%
- 120VAC Input 0.6A / 230VAC Input 0.3A

Mechanical

Construction Aluminum and Steel

Dimensions Refer to the Dimension

Inlet Dimension  PF 1-1/2"

Weight 8.37 lb (3.8Kg) with a transformer
5.30 b (2.4Kqg]

General

Ambient temperature

-40 C-+50 C(-40 F-+122 F)
Ambient humidity

10% - 90% (non-condensing]
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CONNECTION

* HPB024(24VAC Type)

k.

* HPB120/hpb230(120/230VAC Type)
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