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>>>COST EFFECTIVE CAMERA SOLUTIONS

VAlue line SeRieS

> 1/3” Color Sharp High Res
        CCD
> 540TVL
> .4 lux at F2.0
> 3.6mm Lens
> 3-Axis Mechanism
> 12VDC Power Supply included
> Auto White Balance and Gain

> 1/3” Color Sharp High Res
 CCD With Nextchip DSP
> 540TVL
> 3.6mm Lens
> 3-Axis Mechanism
> 12 IR LED for 10M Illumination Distance
> Electronic Day / Night
> 12VDC Power Supply included
> Auto White Balance and Gain

> 1/3” Color Sharp High Res 
 CCD
> IP66 Rated
> 540TVL
> 3.6mm Lens
> 24 IR LED for 20M Illumination Distance
> Electronic Day / Night
> 12VDC Power Supply included
> Auto White Balance and Gain

> 1/3” Color Sharp High Res 
 CCD
> IP68 Rated
> 700TVL
> 3.6mm Lens
> 24 IR LED for 20M Illumination Distance
> Electronic Day / Night
> 12VDC Power Supply included
> Auto White Balance and Gain

INDOOR MINI DOME CAMERA

VLFD
INDOOR MINI IR TURRET CAMERA

VLEBIR

IP68 RATED, 700TVL 
IR BULLET CAMERA

VLB7IR
COLOR DAY/NIGHT
WEATHERPROOF IR VANDAL DOME

VLVDIR
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SPeCiFiCATiOnS

COST EFFECTIVE CAMERA SOLUTIONS

VLFD / VLEBIR / VLVDIR / VLB7IR VAlue line SeRieS

       1/3” Color Sharp 1/3” Color Sharp Hi-Res.  1/3” Color Sharp 1/3” Color Sharp    
  Hi-Res. CCD CCD with Nextchip DSP  Hi-Res. CCD Hi-Res. CCD

 540TVL 540TVL  540TVL 700TVL

 
 3.6mm Fixed 3.6mm Fixed  3.6mm Fixed 3.6mm Fixed

         
 N/A 12 Total IR LED, 850nm,  24 Total IR LED, 850nm, 24 Total IR LED, 850nm,   
  10 Meter Range  20 Meter Range 20 Meter Range

 .4 lux, F2.0 .4 lux, F2.0, 0.0 lux .4 lux, F2.0, 0.0 lux 0.01 lux, F2.0 (Color)                
  (IR LED’s on)  (IR LED’s on)   0.0 lux (B/W, IR LED’s on)                      

   12 VDC, 110mA (max)        12 VDC, 245mA (max)  12 VDC, 440mA (max) 12 VDC, 340mA (max)

    BNC/2.1mm power             BNC/2.1mm power BNC/2.1mm power BNC/2.1mm power           

 14ºF – 122ºF 14ºF – 122ºF  14ºF – 122ºF 14ºF – 122ºF                     
      (-10ºC  to 50ºC)                   (-10ºC  to 50ºC) (-10ºC  to 50ºC) (-10ºC  to 50ºC)               
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VLFD

VLVDIR

VLEBIR

VLB7IR
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 VlFD VleBiR VlVDiR VlB7iR
 Mini-DOMe Mini-iR TuRReT CAMeRA VAnDAl DOMe BulleT CAMeRA
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DiMenSiOnS

2.4" (60.29mm)

3.8" (96.6mm)


